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(57) Abstract: The invention relates to a bearing support with an 
instrumented movement (1), comprising a non-rotating bush (2), a 
rotating bush (3), roller elements (4), arranged between the rotat- 
ing (3) and non-rotating (2) bushes and an information recorder 
unit, with a sensor (7) and a coder (8), comprising a substrate 
(16) made from an electrically non-conducting material and a thin 
layer (17) of electrically-conducting material, supported by the 
substrate (16). The substrate (16) is fixed in rotation with the ro- 
tating bush (3). 

(57) Abrege : Palier a roulement instrumente 1, comprenant une 
bague non tournante 2, une bague tournante 3, des elements rou- 
lants 4 disposes entre les bagues tournante 3 et non tournante 2, et 
un ensemble capteur d'informations comprenant un capteur 7 et un 
codeur 8 comprenant un substrat 16 en materiau electriquement 
non conducteur et une couche mince 17 electriquement conduc- 
trice supportee par le substrat 16, le substrat 16 etant solidaire en 
rotation de la bague tournante 
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(57) Abstract: The invention relates to a bearing support with an 
instrumented movement (1), comprising a non-rotating bush (2), a 
rotating bush (3), roller elements (4), arranged between the rotating 
(3) and non-rotating (2) bushes and an information recorder unit, 
with a sensor (7) and a coder (8), comprising a substrate (16) made 
from an electrically non-conducting material and a thin layer (17) 
of electrically-conducting material, supported by the substrate (16). 
The substrate (16) is fixed in rotation with the rotating bush (3). 

(57) Abrege : Palier a roulement instrument^ (1), comprenant une 
bague non tournante (2), une bague toumante (3), des elements rou- 
lants (4) dispos6s entre les bagues tournante (3) et non tournante 
(2), et un ensemble capteur d'informations comprenant un capteur 
(7) et un codeur (8) comprenant un substrat (16) en materiau Slectri- 
quement non conducteur et une couche mince (17) electriquement 
conductrice supported par le substrat (16), le substrat (16) 6tant so- 
lidaire en rotation de la bague tournante 
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